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Appendix 12  Design for disassembly (O5) 
 

If this appendix is used, disassembly instructions must also be submitted. 

 

Name of product: ______________________________________________ 

 

The following requirements must be fulfilled:                               

     Requirement fulfilled? 

A qualified person, working alone, must be able to disassemble the product.  Yes   No 

The imaging equipment manufacturer must ensure that disassembly of the unit is 
possible and compile disassembly instructions demonstrating that: 

▪  connections are easy to locate and access and easily separable with   
   generally available tools. 
▪  connections are, where possible, standardized. 

 Yes   No 

It must be possible to separate the substances, preparations and components listed in 
ANNEX VII of the WEEE Directive (2012/19/EU). 

 Yes   No 

If labels are required they shall be easily removable or integrated. This does not apply 
to safety labels according to CENELEC safety standard EN 60850 §1.7.2. 

 Yes   No 

Plastic parts heavier than 25 g must be composed of one polymer or compatible 
polymers, except for the enclosure, which shall consist of no more than two types of 
polymers that are separable. 

 Yes   No 

Plastic parts (> 25 g) may contain metallic inlays provided that these can easily be 
separated without the use of special tools. 

 Yes   No 

90% by weight of plastics and metals in the enclosure and chassis must be technically 
suitable for material recovery. 
 

 Yes   No 

 

Imaging equipment manufacturer: 

Location and date 
 
 

Phone 

Company 
 
 

Contact person, signature 
 
 

Name in block capitals 
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