Nordic Ecolabelling 100/2
Appendix 3 Coffee machine water quality

Appendix to be completed by the coffee machine manufacturer. Information on multiple
coffee machines from the same manufacturer can be documented in the same appendix.

The coffee machines should not supply more than 0.005 mg lead/kg water.

The requirement can be confirmed with a test report from the coffee machine
manufacturer in accordance with EN 16889 which measures the difference in
incoming and outgoing water, or here by an appendix which confirm that the
coffee machine(s) do not contain brass or other components with lead that are in
contact with incoming and outgoing water.

The risk of lead in water is applicable to coffee machines with brass or other components
containing lead that are in contact with incoming and outgoing water.

Coffee machine(s), name/model:

Does your business declare that the coffee machine(s) do not contain Y_es "_‘°
brass or other components containing lead that are in contact with g:n:sesr)t g:n:sesr)t
incoming and outgoing water?

Place and date Company name:
Responsible person Signature from the person responsible
Phone E-mail

Coffee services



	Coffee machines namemodel 1: 
	Coffee machines namemodel 2: 
	Coffee machines namemodel 3: 
	Coffee machines namemodel 4: 
	Coffee machines namemodel 5: 
	Coffee machines namemodel 6: 
	Coffee machines namemodel 7: 
	Coffee machines namemodel 8: 
	Place and date: 
	Company name: 
	Responsible person: 
	Phone: 
	Email: 
	Declaration: Off


